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STANDARD TYPE ‘D’ FRAME X
& COVER SEE STANDARD MD-383.61

CONCRETE SLAB

LL REINFORCEMENT TO BE #4 (0 DIAMETER
DEFORMED BARS AT 6" C/C
2 WAYS 2" COVER EXCEPT AS NOTED
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SLAB ELEVATION

2+ coverd

x'7," ANCHOR BOLTS.

B SPACED AT 3°-6" MAX.
5 g g GALVANIZED AFTER WELDING
I 672 N X X'
f i GALVAN]ZED
0P 4'-3'" 82" N
T &M "
- ! i —7 SECTION C-C 3" RUSTPROOF PIPES
8y I R 1°-0“ LONG WITH FLANGE
5 L AT EACH END. FILL PIPES
E =j\ ~ Al TYPICAL WITH CONCRETE.
ol @ LN apoER T
M RUNGS = == = {82
< ADJACENT L
TO MANHOLE 1 ,—0 25"
87 § | &0 &0 o= [* 118"
FACE OF I1'-0" GUTTER PAN TO BE ROUGH FINISH ~————[7DIRECTION OF FLOW
Wl e N T
_ “T“ (THROAT OPENING) N
GUTTER PAN OF INLET WHEN
“L” (0.A. LENGTH) DIRECTION OF FLOW
] IS FROM THAT SIDE.)
1-0 ‘J PLAN
TYP. BOTH ENDS B (SHOWN WITHOUT CONC. SLAB) FOR STRIPING DETAILS
REFER TO STANDARD MD-374.41
5 0" 50" . 50" . 5 —o"
NOTE:
INLET DEPTH MUST
BE INCREASED WHEN gl
PIPES LARGER THEN 2
18" ARE USED UNDER 1
THE TROUGH
SECTIONS. JOINT FILLER SHALL BE A CORK #4 0 DIAMETER DEFORMED BARS

(12" LENGTHS)

MATERIAL MEETING REQUIREMENTS
OF AASHTO M-153 TYPE 111

THIS STANDARD
TO BE USED WITH
TYPE A CURB ONLY

SECTION A-A
PROVIDE 6 MIN. NORMAL ROADWAY
ANUL A N SLOPE —
ON FIRM SUBGRADE .t 2 ™
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NOTE: avel N 0 b WE
CURB OPENING SHOULD NOT ENCROACH ON CROSSWALK AREAS. | ; =
INLETS SHALL BE CONSTRUCTED OF REINFORCED CONCREIE LT . . . %
(MIX NO.2). SIZE. TYPE & DIRECTION OF INLET CONNECTION L T L ! e K
WILL VARY T0 SUIT CONDITIONS. REINFORCEMENT REQUIRED C06-5 |4~ 3 [5- 8ip" - | i
ON QUTSIDE. AS WELL AS ON INSIDE OF WALLS WHEN “A” =< _ bk
1S GREATER THAN 7°-0*. SPACING » SAME AS FOR INSIDE OF c0o-10 lto-0 -3 = s
VAL, PLACE EXPANS[ON MATERIAL [SAME IYPE APPROVED d P
AVEMENT) A N A . LA UN HALL - ‘_ " ‘T “
BE IN ACCORDANCE WITH STD. MD-383.91 AND MD-383.92 €0G-15[15-0"]16'-5 SECTION B-B
OR AS DIRECTED BY THE ENGINEER. C0G- 20 20-0"|21°-5" INVERT T0 SLOPE 2° PER FOOT

ANGLES & ANCHOR BOLTS TO BE GALVANIZED

IN ACCORDANCE WITH ASTM A-123., AFTER WELDING. TOWARD OUTLET OR AS DIRECTED.

# THIS DIMENSION TO BE MAINTAINED
FOR ALL STANDARD COG INLETS
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